Main Outline Dimensions for Class 1504 R.F. Flanged Gate Valve (Unit: MM)
NPS d L D D1 D2 n-@d b f H W
10" 254 330 405 | 362.0 | 323.8 [12-@25.5 30.6 2 1200 310
W 12" 305 356 485 | 431.8 | 381.0 [12-@25.5 32.2 2 1430 310
14" 337 381 535 | 476.3 | 412.8 | 12-(¥28.5 35.4 2 1580 310
16" 387 406 595 | 539.8 | 469.9 | 16-@28.5 37.0 2 1780 460
—— 18" 438 432 635 | 577.9 | 5334 16-@32 40.1 2 1990 460
20" 489 457 700 | 635.0 [ 584.2 20-@32 41.3 2 2200 460
Technical Requirements:
1. Design & manufacture: APl 600.
2. Inspection & testing: APl 598.
5 3. Face to face dimensions: ANSI B16.10.
20 4. Flange ends dimensions: ANSI B16.5.
1o 5. Pressure-temperature rating: ASME B16.34.
22
18 23
17 Performance Properties
16 C1s H Nominal Pressure: Class 150 Lb 25 | Rivet H62
Point Welding Backseat Test Pressure 2.2 24 | Nameplate SS304
Shell Test Pressure 3.0 M 23 | Yoke Nut A194 2H
a
Seal Test Pressure 2.2 P WM Mo_Am mo___ﬁ. _ wwww B7
c . rease Nipple
Al ht Test P! .
MP :.H_m t Test Pressure - omo 20 | Conical Gear Parts
24 =1 Suitable Temperature: -29~425°C 19 | Stud A193 B7
- Suitable Medium: Water/Oi/Gas etc. 18 | Spring Washer | 65Mn
17 | Yoke A216-WCB
16 | Nut A216 WCB+13Cr
15 | Gland Eyebolt | A193 B7
14 | Pin A276 410
13 | Gland Flange A216 WCB
) 12 | Gland A182 F6a
11 | Packing Flexible Graphite
10 | Packing Braid Graphite
6 9 | Backseat A182 Fba
5 8 | Bonnet A216 WCB
7 | Gasket 304SS+Graphite
| 6 | Nut A194 2H
4 4 oo 5 | Bolt A193 B7
3 — NW@W —t 4 | Stem A182 Fba
|\ 3 | Seat A105+13Cr
2 = 2 | Disc A216 WCB+13Cr
a4 1 | Body A216 WCB
No.| Part Name Material
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