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Main Outline Dimensions for Class 3004 R.F. Flanged Gate Valve (Unit: MM)
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Technical Requirements:
1. Design & manufacture: APl 600.
2. Inspection & testing: API 598.
3. Face to face dimensions: ANSI B16.10.
4. Flange ends dimensions: ANSI B16.5.
5. Pressure-temperature rating: ASME B16.34.
Performance Properties
Nominal Pressure: Class 300 Lb 25 [ Rivet H62
Backseat Test Pressure 5.5 24 | Nameplate 304SS
Shell Test Pressure 7.5 M 23 | Bearing Parts
Seal Test Pressure 5.5 pa WM M_.mm.mm _Mﬂu_o_m wmwmmm
— earing Glan
Airtight Test Pressure 0.6 20| Handwheel A536
Suitable Temperature: -29~425°C 19 Crup Screw A3
Suitable Medium: Water/Oi/Gas etc. 18 | Lock Nut 1035
17 | Stem Nut Bronze
16 | Pin A276 410
15 | Nut A194 2H
14 | Eyebolt A193 B7
13 | Gland Flange A216 WCB
12 | Gland A276 410
11 | Packing Flexible Graphite
10 | Packing Braid Graphite
9 | Backseat A182 Fba
8 | Bonnet A216 WCB
7 | Gasket 304SS+Graphite
6 | Nut A194 2H
5 | Bolt A193 B7
4 | Stem A182 F6a
3 | Seat A105+13Cr
2 | Disc A216 WCB+13Cr
1 | Body A216 WCB
No.| Part Name Material

\Wgleo Welco Valve Co

Add.:Sanqiao Industrial Zone, Oubei, Yongjia, Zhejiang, China
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