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Performance Properties

Nominal Pressure: Class 300 Lb

Shell Test Pressure 7.5
Seal Test Pressure 5.5 | Mpa
Airtight Test Pressure 0.6

Suitable Temperature: -29~150°C

Suitable Medium: Water/Oi/Gas etc.

Technical Requirements:
. Design & manufacture: API 6D.
. Inspection & testing: APl 598.

. Flange ends dimensions: ANSI B16.5.
. Pressure-Temp ratings: ASME B16.34.
. Valve anti-static design: API 6D.

. Valve fire-safe proof design: APl 607.
. Valve marking: MSS-SP-25.
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. Face to face dimensions: ANSI B16.10.

21 | Antistatic Bearing | 304SS

20 | Antistatic Spring | 304SS

19 | Stem Bearing | PTFE

18 | Screw A193 B7
17 | Nut A29M-1035
16 | Washer A29M-1025
15 | Handle A216 WCB
14 | Snap Ring A29M-1566
13 | Stopper A29M-1035
12 | Gland Flange A216 WCB
11 | Gland A276 410
10 | Packing PTFE

9 | Thrust Bearing | PTFE

8 | Stem A276 410
7 | Nut A194 2H
6 | Bolt A193 B7
5 | Cap A216 WCB
4 | Gasket PTFE

3 | Ball A105+ENP
2 | Seat R.PTFE

1 | Body A216 WCB
No.| Part Name Material

Wdleo Welco Valve Co

Add.:Sanqiao Industrial Zone, Oubei, Yongjia, Zhejiang, China
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