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Technical Requirements:

D2

D1

1. Design & manufacture: API 6D.

2. Inspection & testing: API 598.

3. Face to face dimensions: ANSI B16.10.
4. Flange ends dimensions: ANSI B16.5.
5. Pressure-temperature rating: ASME B16.34.
6. Valve antistatic design: APl 6D.

7. Valve fire-safe proof design: APl 607.

8. Valve marking: MSS-SP-25.

Performance Properties

Nominal Pressure: Class 150 Lb

Backseat Test Pressure /

Shell Test Pressure 3.0
Seal Test Pressure 2.2
Airtight Test Pressure 0.6

Mpa

Suitable Temperature: -46~150°C

Suitable Medium: Water/Oi/Gas etc.
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25 | Washer 304SS
24 | Bearing 304/PTFE
23 | Stem ASTM A276 T316
22 | Grease Injection SS304
21 | Cap ASTM A352 LCB
20 | Nut ASTM A194 7
19 | Bolt ASTM A320 L7
18 | Ball ASTM A182 F316
17 | Gasket 304SS+Graphite
16 | O-ring Viton
15 | Trunnion ASTM A276 T316
14 | O-ring Viton
38 | Actuator Pneumatic Part 13 | Spiral Wound Gasket | 304SS+Graphite
37 | Link Board ASTM A352 LCB 12 | Thrust Bearing PTFE
35 | Nut ASTM A194 7 11 | Antisatic Spring 304SS
35 | Bolt ASTM A320 L7 10 | Bearing 304/PTFE
34 | Pin 304SS 9 | Bottom Cover ASTM A350 LF2
33 | Packing Graphite 8 | Screw ASTM A320 L7
32 | Screw ASTM A320 L7 7 | Drain Valve 304SS
31 | Screw ASTM A320 L7 6 | Seal Ring R.PTFE
30 | Spiral Wound Gasket | 304SS+Graphite 5 | Seal Retainer ASTM A182 F316
29 | Stuffing Box ASTM A350 LF2 4 | O-ring Viton
28 | O-ring Viton 3 | Seat Spring Inconel X-750
27 | O-ring Viton 2 | Seat Packing Graphite
26 | Thrust Bearing PTFE 1 | Body ASTM A352 LCB
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